
20 40

No log
for SDSY

No log
for SDSY

0 20 0 80 −200 100

Resistivity, in ohmmeters

RLN x 10

RSN x 10

200 2,000

200 2,000

RLN0 200

RSN0 200

0 400 0 300 10 10
0

20

40

60

80

120

140

160

180

220

240

260

280

320

340

360

100

200

300

De
pt

h,
 in

 fe
et

 b
el

ow
 la

nd
 s

ur
fa

ce

D

Sand
w/minor
gravel

Silty clay

Sand w/
minor
gravel

Silty sand

Silty clay

Sand w/
gravel

Clayey silt

Clayey
silty sand

Bedrock;
Hb Bi
Granodiorit

Weathered
granodiorit

Gamma,
in counts

per second

Spontaneous
potential,

in millivolts

Electromagnetic
conductivity, in

millimhos-meter

 Sonic velocity,
in microseconds

per foot

Well
construction

Lithography
summary

Temperature,
in degrees

Celsius

Caliper,
in inches

Figure 1D.   Well construction diagrams and geophysical log data for caliper, temperature, natural gamma, SP, resistivity, EM, and sonic logs collected 
from the USGS multiple-depth monitoring-well sites in San Diego County, California, 2003-2009: (A) SDCC (B) SDCP (C) SDHF (D) SDSY 
(E) SDSW.—Continued


